
ESTANIT


GmbH


Technical Questionnaire HAAGE-Valves

(please tick and fill in data)


Company:








Date:




Name:









Quantity required:



approx. qty per Year:



Description:











	Data
	
	Direction
	

	Nominal Diameter DN [mm]:
	
	
	( Inline Valve

	PN / Working Pressure [bar]:
	
	
	( Elbow Valve

	Set Pressure [bar]:
	
	
	( 

	TN / Working Temp. [°C]:
	
	
	

	Actuator Pressure [bar]:
	
	
	

	Actuator Media:
	( N2

( Air
	(

	Power Supply:
	( 230V / 50Hz
( 24V
( 12V
	(


Fittings

Inlet:






Outlet:








Mounting:












Material
( Stainless Steel, 1.4571 / 1.4541
( Copper Alloys
( Ferritic Steel



( Special Alloys: 








External Seal
( Bellow
( Stuffing Box

( O-Ring
( Diaphragm

( Bellow plus Safety Stuffing Box


( 







Material:
( PTFE

( Graphite

( Viton

( Kalrez
(



Internal Seal
( Metallic
( Metal / Plastic
( 







Material:
( PCTFE
( Vespel

( 








Valve Seat
( Exchangeable

Allowed Helium Leak Rate

( Internal


mbar l/s





( External


mbar l/s

Tested with


( Vacuum





( Pressure and Sniffing Probe
Cleanliness
( free from oil and grease

( Suitable for the Use with O2
Extension



mm (only for Cryogenic-Valves)

Actuator
( Handwheel

( Pneumatic Actuator „normally open“

( Electrical

( Pneumatic Actuator „normally closed“

Accessories














Comments














Date: 06.03.2008
Seite
F:\DATEN\Fragebogen\Ventile-E.doc

1/1



